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Login

Enter the MultiCat Online web service via the Auto3P website

Use User ID and Password to login as a User.
User ID and password will be delivered through your Auto3P local service department.

,@"ﬁae Mu!tf‘ Cat.ie

Enter MultiCat Online

User ID: luszeousos |
Password: |_ |
| Login User ] [ Login Guest ]

Terms of use



Main screen

The main screen alows you to execute three major operations by selecting any of the three
buttons: The default activated button while logging in is the 'Estimates' button, where most of the

system activity occurs.

Estimates Serves to create, edit or view estimates

Prices Prices search by MultiPrice services

Kits Search for existing kits or to create new kits



Estimates screen

When this button is activated — the bottom part of the screen allows you to create 'New
Estimate' or 'search' the existing estimates by placing the vehicle license number in the search
box. Another search option is to open the 'Last estimates' list and select the estimate you require.

Search by license no. — Place the required license number and press the 'search’ button. Itis
not mandatory to add the (-) sign between the numbers. The relevant list of estimates will be
placed in order according to the estimate creation date.

Last estimates — Another option to search for existing estimates by listing the last estimates
created. This list will also include estimates created by using the HandiMate on the PDA.

Show closed estimates — Mark in the proper checkbox if required. The status of the closed
estimate will be shown on the status column.

When you finish executing the search operation, a results table will be presented. Each raw
presents major estimate data including 'status' column.

Status Explanation
Open An estimate has been opened but not yet calculated
Calculated Afull calculation has been executed but not yet finalized.
Closed An estimate has been finalized. Itis locked and unavailable for
updates.
Imported The estimate has been linked to MultiClaim file.

New estimate - press this button to open a new estimate.



New Estimate

Details tab

‘New estimate' screen serves to present general details, details that influence the
estimate calculation and details for communication with factors linked to the actual
estimate.

License no. — A mandatory field.

It is recommended to fill the most known details, at this stage.

Settings button - To adjust catalog settings for the actual estimate or to define system
settings, press this button.



Accessories tab

This screen contains accessories list that can be filled also when creating the estimate.
Accessories marked will be screened in the estimate details for the information of the
insurer or the expert.

Operational buttons (Both tabs)

Vehicle model — Enables to shift to manual model definition.

Next — Transfer to vehicle model definition screen

OK —In'new estimate' — ends the process of opening new estimate and automatically
transfers to model definition screen. In 'estimate update’ — the system saves the updates

and returns to main estimate screen.

Cancel — Closing the screen without saving any changes.



Settings window

In this screen settings of variables and processes influencing the estimate calculation are been
defined. It is possible to change settings to a specific estimate or change the system default
settings.

On the upper part of the screen, settings for labor rates and refinish calculations are determined.

Refinish type —To open the refinish type list press

Default price option  — Inthis section it is pre defined what is the system's setting for the price
selection between several part prices. To open the criteria list to define the default selected price
press

By tolerance — A price in the range which is close to the lowest price
Lowest — Selects the lowest price in the system

Lowest (new part) — Selects the lowest price of new parts (used & remanufactured parts are not
included)

Lowest (OE part) — The lowest price amongst the OE parts only

Selected by user — Price are not selected by the system. The user will select each price
manually

Auto-select price — The system uses the default settings of prices and automatically presents
them in the calculated estimate. Marking this option eliminates the necessity of filling every part
price manually. This does not prevent the option to view the prices range for a part during
progress inthe estimate process.

Auto-select labor — Itis possible to add M.R.M labor rates for adjustments, removal & reinstall
repairs, add it automatically to the estimate calculation. The detailed labor calculations will be
presented in the estimate summery.

Display photos — Marking this checkbox enables presentation of the photos linked to afile on
the main estimate screen and the catalog screen.

Save as default — Marking this checkbox saves all the settings defined in this screen
and they become the system default for future estimates.



Vehicle model definition screens

In the vehicle model screen we have to select the make, model & production year, on this same
order.

After the 'make’ selection the models of this make will appear. After the ‘'model' selection a list of
relevant '‘production’ years will appear on the left side of your screen.



Production year — After selecting the production year, the model selected years' range will be
marked in Green. The rest of the production years in the list will remain without any colors
changes. At the lower part of the screen the model definitions will appear.

Show models notin MultiCat - Itis possible to present makes and models not included in the
MultiCat catalog. These will appear in Red color.

Search — Typing in this field will bring all the possible relevant models based upon the search
code (example: typing the digit 6 will bring into the list results all the models of all the makes that
includes the digit 6). The system default is searching by model list. We could change the search
criteriain the list opened to the right side of the 'search’ button (based on chassis number, local
code etc.)

Model definitions — Main definitions characterizes the model's catalog. It is necessary to be
exact on model definitions. It is recommended to define at this stage most of the definitions
known, in order to eliminate options of compatibility between the parts and the required model.

Operational buttons

Catalog — Pressing this button will lead us into the selected model's catalog and opens the ‘add
from catalog' screen for selection of parts directly from the catalog.

Next — Pressing this button will lead us into the selected model's catalog and opens the 'add from
catalog' screenfor selection of parts directly from the vehicle's catalog.

OK — Press this button to save the model definitions and the system will return to the main
estimate screen.

Cancel — Closing the screen without saving any changes.



Add from catalog screen

‘Add from catalog’ screen is the main screen for parts selection from within the catalog.

The catalog will automatically open on the 'front damage area of the vehicle. It is possible to
select another damage area or select another subject as well.

Screenregions
Upper zone — Onthe upper zone of this screen you canfind the major subjects / systems in the
vehicle. Selecting any of these buttons will present the sub-subjects linked to this main system on

the left side of the screen.

Left side — The list of subjects linked to the main system. Selecting any of these sub-subjects will
present the final parts list which belongs to this sub-system on the right side of the screen.

Right side — The final parts list. It is necessary to mark the required part from this list.

Symbol for part replacement

Symbol for part repair (It is necessary when repair detailed by parts, is required)

Mid zone — It is also possible to select subjects by clicking on its graphical picture. When we
mouse over the mid area on the picture, the mouse symbol will turnto a'hand’ and text tags will
appear — in order to mark the possible subjects for selection.

Vehicle model — Press this buttonin order to open the 'vehicle model' screen for executing
changes in the model definitions.

Calculation — Press this button in order to open the 'estimate calculation' screen
Next — Press this button inorder to open the 'estimate calculation' screen

OK —Pressing this button leads to save all operations made on this screen and the system wiill
return to the main estimate screen.

Cancel — Closing the screen without saving any changes.



Estimate Calculation screen

This estimate calculation screen serves as a working platform where you perform the estimate
calculations.

There are 3 major zones:
Upper left zone — Presenting the various options for the pre-defined sub model.
Select the required definitions and press 'Save options' button.

Inorder to rich the goal of collecting maximum priced catalog numbers for calculating the
estimate, itis recommended to maximize the model characteristics definitions. The calculation
components are well affected by every additional step in the model definitions process thwards
the final definition. The more the model definition is precise the less are the options for the parts.
Nevertheless, it is not mandatory to select all characteristics definitions. In case of definitions
lacking, it is possible to select directly the required catalog number from the list that is opened
when we press the '‘Options' button on the part raw itself.

Itis possible to change the model definitions presentation:
Required — presenting only mandatory definitions to marked parts
Options — Additional definitions not yet marked

All — All model definitions, including marked definitions.

Every selection minimizes the part options until a final part catalog number is automatically been
presented.

Lower left zone - The model definitions as defined by the user are been presented on this
section.

Blue — Definitions selected by the user

Black — Automatic definitions derived from the user selections

Right side — This zone presents the final parts that were selected from the catalog on the early
stage and the manually added parts and labor, during the estimate assembly.



Parts that their final catalog number has been found — will be added with price. It is possible to
view the part details by clicking on its record.

'‘Options' button — Parts that for them there is more then one option, will appear with this button
next to their name on the record. Press this button in order to open the 'partoptions' window for
selecting the required part or to open 'labor options' window for selecting the required labor
option.

‘Prices' button — Final parts that have more then one price option, or have no price at all, will
appear with this button next to their names on the calculation screen's records. Press this button
to open the 'Price options' window, select the desired price or add the price manually.

When the user want to view, update or delete any detail from the part data he should select the
part record from the list — press on this record will open the 'part details' window.

When the user want to view, update or delete any detail from the labor data he should select the
labor record from the list — press on this record will open the 'labor details' window.

To add a part or labor to the calculation — press the ‘Catalog’ button on the lower zone of the
screen.

To add part or labor manually, the user should use the two buttons located above the parts list —
'‘Add part' or 'Add labor' , accordingly.

Operational buttons

Catalog — Pressing this button will lead us into the catalog of the selected model and open the
‘add from catalog' screen for selection of parts directly from the catalog.

Inspections — Press this button to add inspections from the ‘inspections list' window into the
estimate calculation

Kits - Press this button to add kits from the 'kit list' window into the estimate calculation

Next — The system saves the data and returns to the main estimate screen. In case there are no
final catalog numbers to all the parts in the estimate, when you press this button the 'parn options'
window will be opened automatically in order to select the required part. Every additional press on
the 'Next' button will open the next part in the list that has no final catalog number selected.

OK —The system saves the data and returns to the main estimate screen.

Cancel — Closing the screen without saving any changes.



Part details window

To view, update or delete any detail from the part data.
The details includes: Description, Catalog number, Supplier, Qty, The supplier's price.

On the lower zone of the window you may view Labor and refinish  details linked to this part and
accordingly the Time & color Units fields.

Options — Press this button to receive prices information and cross reference data related to this
part.

OK —The system saves the data and returns to the last operated screen.
Cancel — Closing the screen without saving any changes.

Delete — To delete the part from the estimate



Part options window

Select the required part option from the upper zone of the screen (from manufacturer options
list).

Green catalog number — Exists in one of the local importers price lists.
Blue catalog number — Existing part but there is no price data in the system for this part.

Part Prices

At the lower zone of this screen appears prices list matching or cross-referenced to the option
selected (at the upper screen zone). In this table every price has a detailed record describing the



local part supplier, the supplier's catalog number, specific part description derived from the
supplier's catalog, the date in which its price was last modified and the actual price.

Immediately to the left of the catalog nhumber for each supplier appears a small colored square,
which indicates the level of compatibility with the desired part:

This part is the desired part or a substitute (1st level cross ref.)

This part is compatible with the desired part (2nd level cross ref.)

This part is compatible with a compatible part (3rd level cross ref.)
For example: when looking up an OE part supplied by a certain manufacturer, its own catalog
numbers will display a Green square next to them, compatible catalog numbers of AM suppliers
will display an Orange square on their left, and catalog numbers of other OE manufacturers - for

which the listed AM suppliers claim compatibility - will display a Red square.

To select the required part place the markin the checkbox on the left and fill in the part quantity,
only if it is else then 1.

OK —The system saves the data and returns to the last operated screen.

Cancel — Closing the screen without saving any changes.



Labor options window

After selecting the 'Options' button on the calculation screen on a labor record, the 'Labor options'
window will open to view or update any detail from the part labor data.

The details includes: Labor code, Date range, Description, Time & Units.
Itis necessary to define the repair time in common agreed time units .

OK —The system saves the data and returns to the last operated screen.

Cancel — Closing the screen without saving any changes.



Part details window (Manually added)

Use this window to add parts manually into the estimate.
The details includes: Description, Catalog number (if known), Supplier, Qty, The supplier's price.

The part is added manually in 2 ways:
1. Fill in most known part details, manually.

2.'Options' button — In front of the 'catalog number' field - Press this button to either search for
the part by a catalog number or by a description textual search. (Read more in Part options
screen - manually added)

OK —The system saves the data and returns to the last operated screen.

Cancel — Closing the screen without saving any changes.



Part options window (Manually added)

This screen opens when pressing the 'Options' button in the 'Add part manually' screen.
On the upper zone of the screen we can choose the search method required:

Search catalog number —If we know the catalog number, marking this checkbox will show the
part prices results on the lower zone of the screen.

The part prices presented are derived from the MultiPrice server; database that contains most
part prices options in the local parts suppliers market.

The prices list matching or cross-referenced to the catalog nhumber selected (at the upper screen
zone). In this table every price has a detailed record describing the local part supplier, the
supplier's catalog number, specific part description derived from the supplier's catalog, the date in
which its price was last modified and the actual price.

Immediately to the left of the catalog nhumber for each supplier appears a small colored square,
which indicates the level of compatibility with the desired part:

This part is the desired part or a substitute (1st level cross ref.)
This part is compatible with the desired part (2nd level cross ref.)
This part is compatible with a compatible part (3rd level cross ref.)

To select the required part place the markin the checkbox on the left and fill in the part quantity,
only ifitiselse then 1.

OK —The system saves the data and presents it in the relevant fields of the 'part details' screen.

Cancel — Closing the screen without saving any changes.



Text search —In case we do not have the catalog number available, we cansearch for the
proper part from within the various part suppliers catalogs by using the textual search method.
Mark the 'Search text' checkbox.

When using this method, the text should appear in the supplier's price lists description field. It is
recommended to select in advance the 'supplier' from the suppliers' table list in order to minimize
the results.

To select the required part place the markin the checkbox on the left and fill in the part quantity,
only if it is else then 1.

OK —The system saves the data and presents it in the relevant fields of the ‘part details' screen.

Cancel — Closing the screen without saving any changes.



Labor details window (Manually added)

Use this window to add labors manually into the estimate.
The details includes: Description, Labor Code.

To calculate the labor rate we have to choose between 2 methods — Calculation depending on
the time factor (1 hour labor rate X hours required as defined in the system) or determine a global
price .

OK —The system saves the data and presents it in the relevant fields of the ‘Labor details' screen,
then returns to the last operated screen.

Cancel — Closing the screen without saving any changes.



'‘Add labor from list' window

This window allows adding labor to the estimate from a pre-defined list. Fill the sum to each
selected labor.

OK —The system saves the data, adds it to the estimate, then returns to the last operated screen.

Cancel — Closing the screen without saving any changes.



Estimate details screen

This screen presents all the components related to the estimate. You may add to it
additional details, update some components, and use it for additional actions.

Only certain estimate details are presented on the upper zone of the screen — the file details and
its status, the vehicle's details and definitions. The complete estimate is presented on the
screen's lower zone.

Selecting arecord will open the record details window, then you can update details, whether its
part or labor data.

To delete arecord from the estimate — press on X at the right side of the record.

Press the icon '“' to open the detailed subject.

If photos have been added into the file and you defined previously to display them on this screen
— you will see their thumbnails on the lowest zone of the screen.



Additional buttons on this screen:

Add Part — Press this button to open the 'Add part' window (manually) and add parts to the
estimate. (See also 'Add part' manually)

Add Labor - Press this button to open the 'Add labor' window (manually) and add labor to the
estimate. (See also 'Add labor' manually)

Labor list — Press this button to open the 'Add from list' window and add labor to the estimate.
(See also 'Add from list window)

Import Kit — Press this button to open the 'search kit window and add parts or labor from a pre-
defined kit. (See also 'search kits' screen)

Save as kit — Press this button to open the 'Kit details' window where you can save all the actual
estimate details as a new kit in the system, as a basis for future estimates. (See also 'Kit details")




Inspections (Especially for maintenance
files)

This screen is used to add required inspections accompanying repair offers, especially
for vehicle maintenance files.

Itis possible to construct inspections list according to the user's requirements and respectively to
a specific vehicle model.

(Remark: The inspections list could be constructed by the 'Kits' feature. See further information in
'Kit details' screen)

Adding inspections to the list could be done in 2 ways:

Add — Press this button in order to add manually inspection to the list.



Add from list — Press this button inorder to open the 'Add inspections from list' window.
Select the required inspections by marking their checkboxes.

OK — The system saves the data, adds it to the inspections screen, then returns to the last
operated screen.

Cancel — Closing the screen without saving any changes.

. The inspection results indicate there are no problems detected.

E Results report - It is recommended to use the results report feature in order to add
information over the course of the inspection, indicate problems during this course, add remarks,
and add time to the repair process.

Problem detected — when the ‘Inspection results’ window opens, this option is marked by
default. You can add remarks related to the results.

Add to estimate — Mark the check box if you wish to add the specific inspection record to the
estimate, including all the remarks.



This icon appears in the inspections screen by the system if on the results report it is
marked 'problem detected'.

. To delete the inspection record from the inspections list.

Operational buttons

Catalog — Press this button to enter the catalog of the selected model and to open the 'add from
catalog' screenfor selection of parts directly from the catalog. It will also exitfrom the inspections
screen.

Next — The system saves the data and returns to the estimate calculation where all the relevant
marked inspections will be added.

OK —Press this button to save the inspections added and the system returns to the main estimate
screen.

Cancel — Closing the screen without saving any changes.



'Select items from kit

The Kits button in the "Main estimate' screen appears only if a kit has been previously
added to the specific estimate.

Press this button to open 'Select items from kit window. On this list you can either add or delete
kit's items from the estimate.

Operational buttons
Catalog — Press this button to enter the catalog of the selected model and to open the 'add from
catalog' screenfor selection of parts or labor directly from the catalog. It will also exit from the kits

list window.

Inspections — Press this button to add inspections from the ‘inspections list' window into the
estimate calculation

Calculation — Press this button in order to open the 'estimate calculation' screen

Next — The system saves the data and returns to the main estimate screen. In case the estimate
has not been yet calculated, the system opens the ‘calculations' screen in order to continue the
estimate process.

OK — The system saves the items added or deleted and returns to the main estimate screen.

Cancel — Closing the screen without saving any changes.



Photos

Press the 'Photos’ button on the 'estimate’s main screen’ to add digital photos or
scanned documents to the estimate.

The photos are displayed on the 'details' screen under the estimate, and the catalog screen.
Remark: To display the photos in the estimate - It is necessary to mark the 'display photos'
checkbox in the 'settings' screen (a'details' sub-screen). Leaving this item unmarked — the
photos will be added to the estimate file but will not be displayed!

Itis recommended to photograph the damage by PDA that enables the use of HandiMate —in
order to store the photos directly in the estimate file.

On this screen you are able to add up to 6 photos simultaneously using your common search files
browser.

OK — The system saves the added photos in the proper file and returns to the main estimate
screen.

Cancel — Closing the screen without saving any changes.



Print

Press the 'Print’ button from the 'estimate main screen’ to open the 'Print options'
window.

Select the required module that you wish to view/print along with the estimate.

OK — The system saves the print options setting and opens a view / print window to the estimate
itself.

Cancel — Closing the screen without saving any changes.



Finish Estimate

This screen serves to define the 'finish estimate' settings - such as locking the
estimate, communication settings and initiate price quotes requests directly from the estimate to
the MultiTrader system.

Estimate lock — If you wish to lock the estimate without enabling any changes in it use the
'finish' button from the 'estimate main screen'. Another window follows this act asking for
confirmation to lock the estimate.

If an estimate is locked — you can view it from the 'Details’ screen but you are not able to
approach it for changes. The only actions permitted are viewing, printing and viewing the trader
price requests. In case you wish to re-open the locked estimate — please turn to the estimate
main screen and press the 'To open' button located in the 'estimate details' upper left zone on
the status details record. This button has been added as a result of the estimate's locking action.

Report addressee / Report Email - Fill in the details to send the estimate by electronic mail to
additional factors (like the repairer or the car owner).

Trade Items - Parts Trade / Parts Price requests — This option is available only to authorized
users. The user can send a price request for specific parts in the estimate by marking the 'trade
items' option and then mark every part's specific checkbox. Using this feature will enable direct
parts ordering from authorized suppliers or sending parts price requests for used parts from
various suppliers. The trading option requires authorization from Auto3P.

OK — The system saves the 'finish estimate’ settings and locks the estimate. The estimate's
status onthe 'estimate's list' changed to 'closed'.

Cancel — Closing the screen without saving any changes.



Prices

Pressing the 'Prices' icon on the main screen enables the search for part prices. The
part prices presented are derived from the MultiPrice server; database that contains most part
prices options in the local parts suppliers market.

There is no need to define the vehicle model. On the upper zone of the screen we can choose the
search method required:

Search catalog number —If we know the catalog number, marking this checkbox will show the
part prices results on the lower zone of the screen.

The prices list matching or cross-referenced to the catalog number placed (at the upper screen
zone). In this table every price has a detailed record describing the local part supplier, the
supplier's catalog number, specific part description derived from the suppliers catalog, the date in
which its price was last modified and the actual price.

Immediately to the left of the catalog humber for each supplier appears a small colored square,
which indicates the level of compatibility with the desired part:

This part is the desired part or a substitute (1st level cross ref.)
This part is compatible with the desired part (2nd level cross ref.)

This part is compatible with a compatible part (3rd level cross ref.)



Search Text — If we do not know the catalog number, then it is recommended to search by partial
text of the part description. The part description is based on the supplier's price list.

Itis recommended to select a 'supplier’ from the scrolled list to minimize the results.



Kits

The Kits system coordinates maintenance routines (Kit).

Itis possible to define sets of necessary routines for specific models, to determine the part types
required based on the MultiCat catalog, and the labor rates.

On this screen we can update an existing kit, create a new kit, or create a new estimate based on
a kit's data.

Kit name — Use this filed to search the required kit by the kit's name.

Kit subject — Use the scrolled 'kit subject' list to minimize the search results, even if you do not
know the exact kit's name. Searching the "all subjects” option will bring to the results all the
existing kits previously created.

The kits list - The screen's lower zone presents a list of kits matching the search results. To
activate a kit select its record from the list, then you can use its data to create a new estimate
using all the kits definitions, including the vehicle model, parts and labor list.

Field name Content

Subject Kit's routines by category — Checkup, Collision, Maintenance,
Mechanical breakdown

Kit name List can be sorted by ascending or descending order alphabetically.
Make Vehicle make
Model Vehicle model
Period This field enables the kit's attribution according to model's year and

month




Calculation basis

This field presents the influencing factor on the calculations, previously
defined by the user.

Part — The system presents the part without a catalog number. The user
selects the catalog number from the part's compatible catalog numbers
list.

Catalog number — The system presents the parts with their catalog
number selected by the kits creator.

Supplier's catalog number — The system presents the part selected
from aspecific supplier's catalog

Price — The system presents the selected price




Kit details window

Field Content

name

Subject Kit's attribution by category — Checkup, Collision, Maintenance, Mechanical
breakdown

Kit name Itis recommended to name the kit with a short description containing main
components of the kit (example: Peugeot 306, 30,000)

Make Vehicle make — There is no need to fill in on the kit's creation phase. The data
will be presented in this field after the vehicle make & model definitions.
Marking the 'limited to make' checkbox will limit the kit attribution only to the
make defined.

Model Vehicle model — There is no need to fill inon the kit's creation phase. The data
will be presented in this field after the vehicle make & model definitions.
Marking the 'limited to model' checkbox will limit the kit attribution only to the
model defined.

Period This field enables to limit the model's period by year and month. It will limit the
kit attribution only to the model's period defined.

Calculation | This field presents the influencing factor on the calculations, previously defined

basis by the user.

Part — The system presents the part without a catalog number. The user
selects the catalog number from the part's compatible catalog numbers list.

Catalog number — The system presents the parts with their catalog number
selected by the kits creator.

Supplier's catalog number — The system presents the part selected from a
specific supplier's catalog

Price — The system presents the selected price




Permission | The user determines who is permitted to update kits - Is it only the user or
to update another factor related to the kits system (for example — the insurance
company).

Press the 'Change' button to change permission definitions.

Permission | The user determines who is permitted to use the system's kits - Is it only the
to use user or another factor related to the kits system (for example — the insurance
company).

Press the 'Change' button to change permission definitions.

Save as new kit - It is possible to use this feature only when updating a kit. After selection of
existing kit, open the 'details’ window and change the kit's name and other relevant details to
enable creating a new kit based on the old one. Mark the 'Save as new kit' checkbox.

New kit — After filling all the kit's details, define the vehicle model. The fields '"Make' and '‘Model'
will be updated accordingly. All the following phases in creating the kit are executed the equally
as creating a new estimate, from the vehicle model definition until adding parts & labor from the
catalog or manually.



Kit details screen

This screen presents all the components related to the Kit. You may add to it additional details,
update some components, and use it for additional actions.

Only certain kit details are presented on the upper zone of the screen — the file details and its
status, the vehicle's details and definitions. The complete kit is presented on the screen's lower
zone.

Selecting arecord will open the record details window, and then you can update the details,
whether it is parts or labor data.

To delete arecord from the kit — press on X at the right side of the record.

Press the icon "% to open the detailed subject.

If photos have been added into the file and you defined previously to display them on this screen
— you will see their thumbnails on the lowest zone of the screen.

Add Part — Press this button to open the 'Add part' window (manually) and add parts to the kit.
(See also 'Add part manually)

Add Labor - Press this button to open the 'Add labor' window (manually) and add labor to the kit.
(See also 'Add labor' manually)

Labor list — Press this button to open the 'Add from list' window and add labor to the kit.
(See also 'Add from list window)




